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HEET NOTES:

SELECTIVE DEMOLITION INCLUDES, BUT IS NOT LIMITED TO,
REMOVAL AND DISPOSAL OF EQUIPMENT AND SYSTEMS MADE
OBSOLETE AND/OR REPLACED BY NEW WORK AND FOR EXISTING
EQUIPMENT AND SYSTEMS WHICH ARE TO REMAIN.

THE DEMOLITION WORK INDICATED ON THE DRAWINGS IS INTENDED
TO ASSIST THE CONTRACTOR AND GIVE GENERAL INFORMATION.
PRIOR TO SUBMITTING BID, THE CONTRACTOR SHALL VISIT THE
PROJECT SITE, REVIEW ORIGINAL DRAWINGS IF AVAILABLE.

CONTRACTOR IS RESPONSIBLE TO DETERMINE THE FULL EXTENT OF

SELECTIVE DEMOLITION, AND INCLUDE ALL REQUIRED SELECTIVE
DEMOLITION WORK IN THE BID, WHETHER OR NOT SPECIFICALLY
SHOWN ON DRAWINGS. NO ADDITIONAL COSTS WILL BE GRANTED
FOR SELECTIVE DEMOLITION. LEGALLY DISPOSE OF ALL ITEMS AND

MATERIALS., EXCEPT ANY ITEMS SPECIFICALLY DESIGNATED BY THE

OWNER TO BE SALVAGED. REMOVE AND PLACE THE DESIGNATED
SALVAGED EQUIPMENT IN A LOCATION DIRECTED BY THE OWNER.
OF AREA TO BE DEMOLISHED.

CONTRACTOR TO VERIFY ALL EXISTING FIRE PROTECTION IN FIELD
PRIOR TO ANY REMOVAL OR INSTALLATION.

EYED NOTES:

NEW SUSPENDED CEILING AT LOWER CEILING HEIGHT. EXTEND
EXISTING SPRINKLER HEADS DOWN AND RELOCATE INTO
CENTER OF CEILING TILES

EXISTING CEILING TO REMAIN

SPRINKLER NOTE:

FIRE  PROTECTION CONTRACTOR  SHALL REVISE THE
LOCATIONS OF THE EXISTING SPRINKLER HEADS AS NEEDED
PER UPDATED MODIFICATIONS. THE UPDATED SPRINKLER
SYSTEM SHALL MEET THE REQUIREMENTS OF THE NFPA
CODES, THE FIRE MARSHAL'S OFFICE, AND THE OWNERS
APPROVING INSURANCE AGENCY. SPRINKLER CONTRACTOR
SHALL COORDINATE THE LOCATION OF ALL CEILING
MOUNTED SPRINKLER HEADS TO AVOID ANY AND ALL
INTERFERENCE WITH ALL OTHER TRADES. IF CONFLICTS DO
OCCUR SUCH THAT LIGHTS, DUCTS, DIFFUSERS, GRILLES OR
CEILING SYSTEMS CANNOT BE INSTALLED IN THEIR REQUIRE
LOCATIONS DUE TO SPRINKLER PIPING INTERFERENCE, THE
PIPING SHALL BE RELOCATED OR REROUTED AT NO
ADDITIONAL EXPENSE TO THE PROJECT. SPRINKLER
CONTRACTOR SHALL MAINTAIN AN ADEQUATE SUPPLY OF
EXTRA PIPING FITTINGS, AND NECESSARY TOOLS TO MAKE
FIELD MODIFICATIONS WITHOUT DELAY. AN APPROVED
SPRINKLER ~ SHOP ~ DRAWING DOES NOT PRECLUDE
REROUTING IF SO ORDERED BY THE ARCHITECT/ENGINEER.
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